HfCo\u3csub\u3e2\u3c/sub\u3e Laves Phase Intermetallics - Part II: Elastic and Mechanical Properties as a Function of Composition by Chen, Katherine C. et al.
HfCo2 Laves phase intermetallics—part II:
 
elastic and mechanical properties as a function of composition
 
Katherine C. Chen*, Fuming Chu, Paul G. Kotula1, Dan Thoma 
Materials Science and Technology Division, Los Alamos National Laboratory, Los Alamos, NM 87545, USA 
Abstract 
In eﬀorts to establish and understand structure–property relationships in Laves phase intermetallics, elastic and mechanical 
properties are studied as a function of composition in the C15 HfCo2 system. Elastic constants and Debye temperatures are deter­
mined by resonant ultrasound spectroscopy (RUS) at room temperature. A maximum near the stoichiometric Laves composition is 
revealed with the Young’s modulus, bulk modulus, and Poisson’s ratio. In addition, a slight drop in shear modulus is found with 
Co-rich compositions, and the Debye temperature increases with Co-content. Room temperature Vickers indentation is performed 
to assess the microhardness and fracture toughness of the HfCo2 alloys. A maximum in hardness occurs near the stoichiometric 
composition, which is contrary to the behavior displayed in most other classes of intermetallics. Slight improvements in the 
toughness are found with the Co-rich compositions of the Laves phase. Compositional trends of the properties are attributed to 
defect structures, and are analyzed with respect to the bonding of the structure and the ease in which the synchroshear deformation 
process proceeds. Toughening strategies and methodologies are then developed based upon these results. 
Keywords: A. Intermetallics, miscellaneous; A. Laves phases 
1. Introduction 
Laves phases (AB2 compounds) represent the largest 
class of intermetallics, and hold much potential for 
high-temperature structural purposes. The enticing 
properties of high strength, good creep resistance, low 
densities, and high melting temperatures, are oﬀset by 
the unfortunate attribute of poor toughness at room 
temperature [1]. The brittleness of the Laves phases has 
been the largest obstacle, and thus has been the focus of 
much research. Although the use of Laves phases for 
structural purposes will most likely be as part of a 
multi-phase alloy [1], optimization of the monolithic 
Laves phase is still needed. Knowledge of the defect 
structures and their eﬀects on properties is required for 
the development of Laves phases for any application. 
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Resonant ultrasound spectroscopy (RUS) is a precise 
and accurate technique that simultaneously generates all 
independent elastic constants with a single spectrum [3]. 
RUS has been successfully used to determine the elastic 
constants of several diﬀerent high-temperature struc­
tural intermetallics, such as transition metal disilicides 
[4], g-TiAl [5], and other Laves phases [6–8]. The elastic 
constants of a Laves phase have been studied as a 
function of temperature [6], but not yet as a function of 
composition (or defect concentration). Trends in the 
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elastic constants USA 
The present study correlates constitutional defects in 
binary HfCo2 Laves phases [2] with the elastic and 
mechanical properties. 
The solubility range of HfCo2 is quite large (at least 7.0 
at.% [2]), and extends to both sides of stoichiometry. 
Thus, the HfCo2 system oﬀers an excellent opportunity 
to study the eﬀects of the Laves phase composition and 
associated constitutional defects. Although complex 
defect structures (which include the presence of vacan­
cies) are possible, previous studies indicate that anti-site 
substitutions are the dominant defect mechanism in 
HfCo2 [2]. 
with respect to the Laves phase 
� � 
composition oﬀer insights into the trends in mechanical 
properties. 
Since most Laves phases are brittle at room tempera­
ture, mechanical testing is severely limited. Microcracks 
that form during processing and sample preparation are 
not uncommon. Thus, the testing of large samples may 
not be truly representative, and may underestimate the 
true potential of Laves phases. Microindentation probes 
only a small polished area, and thereby eliminates many 
of the problems associated with bulk testing. Hardness 
values are measures of the resistance to plastic defor­
mation, and are established as a function of alloy com­
position in this study. In addition, fracture toughness 
represents the resistance to cracking, and is determined 
from crack lengths around indent impressions. Micro-
indentation has previously discerned compositional 
eﬀects on the hardness and fracture toughness of TiCr2 
Laves phase alloys [9]. 
Relative to the ‘‘perfect’’ stoichiometric lattice, defects 
(e.g. excess atoms, alloying additions, or vacancies) alter 
the unit cell dimensions, atomic bonding, and phase 
stability of the Laves phases. Furthermore, these chan­
ges can also aﬀect the way in which the atoms move 
during deformation. The passage of dislocations in the 
Laves structure requires a ‘‘synchroshear’’ mechanism 
[10]. Successive layers of close-packed atoms must syn­
chronously swap atomic positions in order for disloca­
tions to move through the crystal, while maintaining 
crystal symmetry. Thus, the deformability of Laves 
phase intermetallics is intrinsically related to the atomic 
structure and environment. 
2. Experimental procedures 
The HfCo2 alloy samples were arc-cast with nominal 
compositions from Hf–64 (at.%) Co to Hf–73 (at.%) 
Co. Heat treatments were performed at 1200 C for 100 
h, followed by 1400 C for 100 h, and slow cooled. 
Compositions were determined by electron probe 
microanalysis (EPMA), and crystal structures were 
conﬁrmed by X-ray diﬀraction (XRD). Density mea­
surements were performed on single-phase samples by 
water immersion. Characterizations of the as-cast and 
heat-treated polycrystalline alloys are documented in 
Part I of this paper [2]. Specimens were prepared for 
transmission electron microscopy (TEM) by cutting 3 
mm discs with a coring saw, followed by dimpling and 
ion milling. Dislocation analyses were performed with a 
Philips CM30 operating at 300 kV. 
Heat-treated, single-phase C15 samples on both sides 
of the HfCo2 stoichiometry were selected for elastic 
constant measurements by RUS. Specimens were cut 
and polished into small parallelepipeds. Details of the 
RUS set-up and technique can be found elsewhere [3,6]. 
Forty peaks in the range of 0.2–0.8 MHz at room tem­
perature were used in this study. The r.m.s. errors for 
the ﬁtting of all 40 peaks were less than 0.6% for all the 
samples, and indicate a good agreement between the 
experimental and calculated resonances. 
The elastic constants were determined numerically by 
solving the inverse problem since the resonant fre­
quencies are dependent upon the sample’s elastic con­
stants, dimensions, and density. The dimensions and 
density of each sample are determined experimentally, 
and then the elastic constants are estimated. Resonant 
frequencies are calculated, and a ﬁgure of merit is 
deﬁned to compare the measured and calculated fre­
quencies. A systematic and iterative method is employed 
to generate the elastic constants to high accuracy. 
The hardness and fracture toughness measurements 
were performed at room temperature on a Micromet 
microhardness tester with a Vickers indenter. A load of 
500 g and dwell time of 15 s were used. Ten or more 
indentations were made on each alloy sample. Mea­
surements of impression diagonals and crack lengths 
were made under consistent high magniﬁcations with 
scanning electron microscopy (SEM). Hardness values 
(H) [11] and fracture toughness values (K) [12] were 
computed from the following equations: 
H ¼ 1854:4 P=d2 ð1Þ 
Þ1=2 3=2K ¼ 0:016 ðE=H P=c ð2Þ 
where P is the load (g), d is the mean impression diag­
onal (mm), and c is the average crack length (mm). A 
Young’s modulus value (E) of 209.4 GPa from the RUS 
measurements was used in the analyses. 
3. Results 
3.1. Elastic constants 
Fig. 1 shows a portion of the room temperature RUS 
spectrum of the Hf-67.4 Co sample. Table 1 compares 
resonance peak positions (fexpt) found in Fig. 1 and the 
corresponding calculated values (fcalc), and shows good 
matching. The Young’s modulus (E), bulk modulus (B), 
shear modulus (G), Poisson’s ration (), and Debye 
temperature (D) for two Hf-rich and two Co-rich 
HfCo2 alloy compositions are listed in Table 2. 
An interesting trend with the Young’s modulus and 
bulk modulus as a function of composition is revealed 
in Fig. 2. A maximum in both moduli appears to occur 
near the stoichiometric Laves phase composition (Hf­
66.7 Co). Straight lines are drawn through the Hf-rich 
HfCo2 data points and through the Co-rich HfCo2 data 
points in order to calculate the maximum. Extrapolated 
values of the composition and modulus corresponding 
to these maximums are listed in Table 3. 
The shear modulus (G) is plotted as a function of 
composition in Fig. 3. A distinct maximum does not 
appear, as with the elastic and bulk modulus. The data 
points vary only about 1.5%. However, a break does 
occur between the Hf-rich and Co-rich sides of the 
HfCo2 stoichiometry, with each side fairly constant. The 
shear modulus drops in value as the Laves phase com­
position becomes Co-rich. 
Table 1 
Data ﬁtting for a portion of the room temperature RUS spectrum 
(Fig. 1) of the Hf–67.4Co alloy; the experimental resonance, fexpt, is  
compared with the calculated resonance, fcalc 
No. fexpt (kHz) fcalc (kHz) Error (%) 
1 711.000 706.549 0.63 
2 725.070 720.011 0.70 
3 761.150 767.108 0.78 
4 793.230 792.644 0.07 
5 801.960 802.901 0.12 
6 833.910 829.749 0.50 
7 885.660 893.217 0.85 
8 896.790 896.923 0.01 
Table 2 
Fig. 4 shows the compositional dependence of the 
Poisson’s ratio (). Again, a maximum is found near the 
stoichiometric composition (Table 3). The Debye tem­
perature (D) is plotted as a function of Laves phase 
composition in Fig. 5. As the Co-content increases, the 
Debye temperature also increases. 
3.2. Mechanical properties 
Fig. 6 is a SEM image of a typical Vickers indent. 
Cracks radiate out from the corners of the indentation 
impression. The sets of as-cast and heat-treated samples 
are tested and measured under similar conditions. The 
microhardness values are plotted against alloy compo­
sition in Fig. 7. For almost each alloy composition, the 
hardness values from the two conditions are within 
error bars. However, the hardness values of the heat-
treated samples are generally higher than the as-cast 
alloys. The as-cast alloys are not as compositionally 
homogeneous as the heat-treated samples. Nevertheless, 
the overall trend of the hardness with respect to alloy 
composition is identical for the as-cast and heat-treated 
alloys. 
Elastic constants determined by resonant ultrasound spectroscopy (RUS) of HfCo2 Laves phases 
Laves composition 
(at.% Co) 
E, Young’s modulus 
(GPa) 
B, bulk modulus 
(GPa) 






























Fig. 1. A portion of the room-temperature resonant frequency (RUS) spectrum of C15 HfCo2. 
Two diﬀerent phase ﬁelds are represented on the plot 
in Fig. 7. The most Hf-rich alloys (open data points) 
actually occur within the two-phase ﬁeld of 
HfCo+HfCo2 [2]. Although the indents are deliberately 
directed in the HfCo2 areas of the two-phase alloys, 
only the surface can be seen. Presumably, HfCo parti­
cles beneath the surface are being included in the mea­
surements, and account for the decrease in hardness 
values as the alloys become more Hf-rich. 
Within the single-phase HfCo2 ﬁeld (i.e. ﬁlled data 
points), the hardness is dependent upon the composi­
tion. A maximum occurs around the stoichiometric 
Laves composition (i.e. Hf–66.7 at.% Co). A steady 
Table 3 
Extrapolated Laves phase composition and elastic constant values 
from the intersection of compositional (Hf-rich and Co-rich) depen­
dent experimental values. The maximum of the constants occur near 
the stoichiometric composition 
Elastic constant Laves phase alloy 
composition (at.% Co) 
Calculated value 
(GPa) 
E, elastic modulus 
B, bulk modulus 







decrease in hardness accompanies the deviation from 
stoichiometry, and is readily apparent on the Co-rich 
side of stoichiometry. 
Crack measurements for fracture toughness assess­
ment are made only on the single-phase HfCo2 samples. 
The two-phase microstructures of the Hf-rich alloys are 
too coarse for the indentation to be truly representative 
of the two-phase structure. Furthermore, the second 
phase particles of HfCo often interfere with crack 
propagation (Fig. 8), and lead to inconsistent crack 
patterns. 
Fig. 9 displays the fracture toughness values for the as-
cast and heat-treated samples as a function of 
Laves phase composition. The heat-treated values are 
consistently higher than those of the as-cast alloys. The 
annealing treatment most likely alleviates the residual 
stresses created from the initial processing and also 
homogenizes the alloys. For both conditions, slight 
improvements in the toughness correlate with the Co­
rich compositions. The fracture toughness values are 
quite low, and conﬁrm that monolithic HfCo2 Laves 
phases are indeed brittle at room temperature. 
While the diﬀerences in fracture toughness are not 
considerable, use of an index of brittleness, (the ratio of 
hardness to fracture toughness, H/K) [13], can distinguish 
Fig. 2. The Young’s (E) and bulk (B) moduli as a function of HfCo2 Laves phase composition. The Hf-rich and Co-rich relationships intersect at a 
maximum near the stoichiometric Laves composition. 
clear trends in Fig. 10. A decrease in the brittleness 
occurs as Laves compositions deviate from stoichio­
metry and become more Co-rich. The Hf-rich composi­
tion actually demonstrates greater brittleness than the 
stoichiometric alloy. The brittleness of the as-cast alloys 
are not plotted in the ﬁgure, and are much greater than 
the heat-treated alloys (10–11 mm1/2), while showing 
the same trends. 
4. Discussion 
4.1. Elastic properties 
Caution is warranted in relating the elastic properties 
to the mechanical behavior. The indentation impressions 
and cracks result from plastic deformation of the mate­
rial. However, the ﬂow stresses required for deformation 
Fig. 3. The shear modulus (G) as a function of HfCo2 Laves phase composition. 
Fig. 4. Poisson’s ratio () as a function of the HfCo2 Laves phase composition. 
are related to the elastic properties since atomic bonds 
are stretched and distorted. Plastic–elastic models are 
often used to describe the stress states due to indenta­
tion, since the deformed regions are constrained by 
elastic material. Moreover, the driving force for mate­
rial fracture is related to the accompanying elastic 
energy release [14]. In this study, the elastic constants 
determined by RUS are used to help understand the 
bonding and structure of the material, which in turn, play 
a key role in the trends in the mechanical properties. 
Table 4 
Elastic constants determined by RUS for diﬀerent C15 Laves phases 
Table 4 lists the elastic constants of other C15 Laves 
phases determined by RUS. The elastic constants of 
HfCo2 are very similar to those of NbCr2, yet diﬀerent 
from the HfV2-base alloys. The higher modulus values 
of NbCr2, with respect to HfCo2, are in accordance with 
a higher melting temperature (and thus stronger bond­
ing) of NbCr2. The HfV2 alloys also show anomalous 
behavior where the Young’s modulus (E) and shear (G) 
modulus increase with increasing temperature [6]. The 
exact origin of the low elastic moduli of HfV2 and 
Laves phase E (GPa) B (GPa) G (GPa)  
HfCo2
a 209.4 220.4 78.0 0.34 
NbCr2 214.1 229.4 79.6 0.34 
HfV2 104 82 30 0.38 
HfV2+Nb






Elastic moduli and Poisson’s ratio for HfCo2, its constituent elements, and values from the rule of mixtures 
Material E (GPa) G (GPa) B (GPa)  
Hf [15] 143 56 109 0.28 
Co [16] 211 82 182 0.32 
HfCo2 (rule of mixtures) 188 73 158 0.31 
HfCo2 (RUS results) 209 78 229 0.34 
Fig. 5. The Debye temperature (D) increases as the Co-content of the HfCo2 Laves phase increases. 
HfV2+Nb are still under investigation. Building upon 
the growing compilation of Laves phase RUS elastic 
constants [6,7], HfCo2 can be considered ‘‘normal’’, 
rather than ‘‘anomalous’’. The enhanced room tem­
perature deformation found with the HfV2-base 
Fig. 6. SEM micrograph of an indentation on the C15 Hf–69.9Co 
Laves phase alloy. 
Laves phase alloys may be related to its anomalous 
elastic properties. Correspondingly, the mechanical 
properties of HfCo2 and NbCr2 appear to be similar 
in respect to the limited deformability compared to 
HfV2 [15,16]. 
The elastic properties of C15 HfCo2 alloys have some 
notable features. The shear modulus (78 GPa) is low, 
close to those of transition metals. The value is much 
lower than those of other high-temperature structural 
intermetallics. The Poisson’s ratio is also close to those 
of transition metals (1=3), but higher than those of 
high-temperature structural intermetallics. The combi­
nation of these two features indicate that the HfCo2 
Laves phase alloys do not have much interatomic 
bonding directionality and may have some degree of 
deformability. 
Table 5 lists the experimentally determined elastic 
moduli and Poisson’s ratios for HfCo2 and its con­
stituent elements, Hf and Co [17,18]. The values from a 
rule of mixtures is also computed (Table 5) and com­
pared to the RUS results. The shear modulus of HfCo2 
is close to the value from the rule of mixtures. However, 
the other elastic constants are signiﬁcantly higher than 
the predicted mixture values. The same observations 
hold for NbCr2 [7], but not for the HfV2 alloys [6]. 
Fig. 7. The room-temperature hardness of Hf-Co alloys (at a load of 500 g). The maximum hardness occurs around the stoichiometric HfCo2 
composition. 
The Debye temperature is related to the characteristic 
maximum vibration frequency of the atoms. As the Co­
content of the HfCo2 alloy increases, the Debye tem­
perature increases, indicating greater vibration fre­
quencies that can be correlated with smaller atomic 
packing eﬃciency within the structure. The ramiﬁca­
tions are discussed later with respect to deformation. 
Fig. 8. Back scattered electron image of the crack interaction with a 
second phase particle (HfCo) in a Hf-rich, two-phase Hf-Co alloy 
sample. 
4.2. Compositional trends 
The maximums found in the Young’s modulus (E) 
and bulk modulus (B) near the stoichiometric HfCo2 
compositions are reasonable in the sense that the Laves 
phase has the most ‘‘perfect’’ lattice structure at stoichio­
metry. Consequently, bonding should be the strongest 
and most rigid. Indeed, the microhardness results concur 
with the largest values near stoichiometry. Increasing 
oﬀ-stoichiometric compositions, in both the Hf-rich and 
Co-rich directions, scale with decreasing E and B. 
The decrease in hardness with deviation from Laves 
phase stoichiometry is also reported in the TiCr2 [9], 
MgZn2 [19], and NbFe2 [20] Laves phase systems. These 
observations are opposite to the trend in most other 
intermetallics. Generally, nonstoichiometric intermetallic 
compositions lead to increased hardness at low homo­
logous temperatures [21]. Solid solution hardening in 
dilute alloys and intermetallics is explained in terms of 
elastic interactions of the solute atom or defect with 
dislocations [22]. Constitutional defects in intermetallics 
are thought to interfere with dislocation movement, and 
thus produce hardening. At higher homologous tem­
peratures, these defects assist diﬀusion and dislocation 
climb, causing a softening eﬀect. However, non-
stoichiometric defects in the Laves phases correlate with 
improved deformability at room temperature. (Studies 
involving high-temperature hardness tests on HfCo2 
Fig. 9. Fracture toughness as a function of the HfCo2 Laves phase composition. 
alloys are forthcoming.) The presence of more defects 
and dislocations in the nonstoichiometric Laves phases 
is proposed to explain the softening eﬀect in hardness 
values [19]. Deviation from the ‘‘perfect lattice’’, may 
actually aid the deformation of Laves phases. The 
interaction of defects with dislocations may be unique 
to the class of Laves phase intermetallics. Since the 
compositional dependencies in the hardness of the 
Laves phases diﬀer with those of other intermetallics, 
the Laves phases may also possess diﬀerent strengthen­
ing or ductilizing mechanisms. 
Improvements in the deformability and toughness are 
associated with the oﬀ-stoichiometric HfCo2 alloys. The 
brittleness decreases as the alloy compositions become 
more Co-rich (Fig. 10). Increases in fracture toughness 
are also associated with deviation from the TiCr2 stoi­
chiometry [9]. Thus, constitutional defects in the Laves 
phases may aid the deformation process. Vacancies are 
also suggested to assist the movement of partial dis­
locations in Laves phases [23], although are not con­
sidered to play a large role in HfCo2 [2]. 
Sizes of the atoms are often used to understand the 
deformation process. Alloying additions that decrease 
the eﬀective radius ratio, rA/rB, of AB2 Laves phases (e.g. 
smaller atoms on the A-sublattice) have been proposed 
to facilitate shear deformation [24,25]. Similar toughen­
ing strategies exist whereby an alloying addition of ele­
ment, C, should have a size in between that of the A and 
B host atoms (i.e. rA > rC > rB), in order to occupy both 
sublattices [13]. HfV2+Nb [15], NbCr2+Mo [25], and 
TiCr2+Mo [9] are all such examples where deformation 
appears to improve upon alloying. Consistent with the 
above ideas, excess Co atoms on the Hf-sublattice [2], 
result in improved deformability. 
The shear modulus is also associated with the 
improved deformation of the Co-rich HfCo2 alloys. The 
Rice–Thomson criterion is an indicator of ductile alloy 
behavior when Gb/ is small (where b is the magnitude 
of the Burgers vector and  is the surface energy) [26]. 
Thus, lowering the shear modulus (G) could improve 
the deformability. A slight decrease in G is correlated 
with the Co-rich compositions (Fig. 3), and may allow 
easier deformation that is manifested in the lower hard­
ness and greater toughness values. 
4.3. Deformation and synchroshear 
Laves phases are topologically close-packed (TCP) 
structures in which the A and B atoms are arranged for 
the maximum packing eﬃciency. Fig. 11 [27] displays 
the basic layer unit of the Laves phase, and comprises of 
four atomic close-packed planes. Variations in the 
stacking sequences of these layer units create the diﬀer­
ent Laves crystal structures (C14, C36, and C15). Layer 
A in Fig. 11 is a Kagome net of the smaller B atoms, and 
a pair of A atoms (in a dumbbell-like conﬁguration), 
within the a layers, ﬁts inside the openings of the 
Kagome net. Fig. 12 illustrates the layering of close-
Fig. 10. Brittleness (H/K) of the heat-treated HfCo2 Laves phases decreases with Co-content. 
packed planes that build up the C15 Laves structure. 
The atom radii are reduced in the ﬁgure for unob­
structed viewing, since in the hard sphere model with 
the ideal radius ratio, the A atoms contact each other 
but not any of the B atoms, and vice versa. 
The slip system of the C15 Laves phase is {111}h110i. 
Dislocation movement occurs within the close-packed 
layers that contain the least amount of atoms and that 
do not contain the ‘‘dumbbell’’ of A atoms. Thus for 
example, the ‘‘acb’’ layers of the C15 structure in Fig. 12 
Fig. 11. The basic four-layer stacking unit (consisting of the close-packed planes) used to build up the diﬀerent Laves phase crystal structures. The 
Greek symbols denote the position of the A atoms. Placement of the B atoms are marked by the Roman letters, where the capital letters represent 
the dense Kagome net, and the small Roman letters represent the less dense layer. [26]. 
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are the active atomic layers in the synchroshear 
mechanism. Due to the TCP nature of the Laves phases, 
synchronous movement of adjacent atomic layers is 
required for the passage of dislocations or partial dis­
locations. One layer of atoms (e.g. c) may shear by 1/6 
[211] if at the same time, the next and adjacent layer (i.e. 
b) shears by 1/6 [121]. The following sequence results: 
1=6 211 þ 1=6 121 ¼ 1=2 110 ð3Þ 
and crystal symmetry is also preserved. Fig. 13 displays 
the weak beam TEM analysis of a dissociated dislocation 
and its partials. The schematic indexes the dislocation 
and partials, and is consistent with the synchroshear 
mechanism. 
Fig. 12. Schematic of the stacking of (111) planes in the C15 Laves phase structure. The acb layers, rather than the aAa layers, are involved in 
synchroshear. 
Fig. 13. (a) Indexed schematic and (b) TEM images of dislocation analysis (partials, stacking fault, and undissociated dislocation) in HfCo2. 
The ease in which synchroshear can proceed aﬀects 
deformation behavior and the mechanical properties. 
The ‘‘free’’ volume within the synchroshear layers (i.e. 
acb) is thought to control the ability in which atoms can 
move in shear deformation [24]. In order to comprehend 
the eﬀects on synchroshear, the atoms are treated as 
rigid spheres. Vacancies or atomic substitutions, which 
decrease the atom packing eﬃciency of the synchroshear 
layers, can then facilitate the atomic movements in the 
synchroshear process. However, introduction of vacan­
cies or anti-site substitutions will also aﬀect the unit cell 
size (i.e. the lattice constant). Thus, the eﬀects of chan­
ging the lattice size must be weighed against the eﬀects 
of changing the atomic constituents (or total atomic 
volume) within the structure. For example, in the case 
of B-rich Laves phase compositions, excess (and smal­
ler) B atom on the A-sublattice may decrease the total 
atomic volumes, but will also decrease the entire lattice 
size. Consequently, the atomic packing factor (APF) is 
determined and is simply the total volume of atoms 
in unit cell divided by the volume of the unit cell (as 
calculated from experimental XRD lattice constants). 
The atomic packing factors were determined for the 
diﬀerent HfCo2 alloy compositions in this study. Anti-
site substitutions are assumed for the nonstoichiometric 
compositions and experimental lattice constants are 
used [2]. The APFs were normalized with respect to the 
stoichiometric value, and are plotted in Fig. 14. Evi­
dently, the changes in atomic volumes are greater than 
the changes in lattice constants as a function of HfCo2 
composition. The relative APF decreases as Co-atoms 
are substituted onto the Hf-sublattice, and such a trend 
is consistent with the increase in atomic vibration fre­
quencies or the Debye temperature (Fig. 5). More 
‘‘open’’ space is created within the lattice as the com­
positions become Co-rich. Decreases in hardness and 
increases in fracture toughness are also correlated with 
the Co-rich HfCo2 alloys. Thus, deviation from stoi­
chiometry, by anti-site substitution of the smaller Co 
atom onto the Hf-sublattice, results in the decrease of 
the atomic packing, or in greater ‘‘open’’ or ‘‘free’’ 
volume. The atomic motions involved in synchroshear 
become easier, and the enhanced dislocation activity 
results in the improved deformation manifested by the 
mechanical properties. 
While such a construct is useful, atoms are not hard 
spheres, and other factors, such as electronic structure 
and bonding, should also be considered. Since the 
strength of Laves phases originate from the tight pack­
ing and bonding of the dissimilar-sized atoms, any dis­
order to that structure would logically tend to decrease 
the hardness and possibly improve the deformation. On 
a local level, an anti-site substitution represents a 
‘‘wrong’’ atom on a particular sublattice and disrupts 
the close-packing of atoms in a ‘‘perfect’’ TCP lattice. 
Around the misplaced atom, the immediate environ­
ment resembles the elemental metal. Conceivably, more 
metallic bonding is created locally, and more deform-
ability ensues. 
For example, the B atom has 12 surrounding A atoms 
as its nearest neighbors. An anti-site substitution of an 
A atom on the B sublattice would result in the metallic 
Fig. 14. The relative atomic packing factor (atomic volumes/lattice volume) as a function of HfCo2 Laves phase composition. 
coordination number of 12 for that particular A atom. 
On the other hand, an anti-site B atom on the A sub-
lattice would result in having all B atoms in the vicinity 
of the synchroshear layer. Less charge transfer would 
occur around these ‘‘defect areas’’, and more metallic 
bonding is possible. Elemental Co is relatively deform­
able, and the Co-rich HfCo2 Laves phases appear to be 
less brittle. 
4.4. Toughening strategies 
The established structure–property relationships 
allow for the development of speciﬁc alloying meth­
odologies to improve the toughness of Laves phases 
with sound and fundamental rationale. The notion that 
some disorder to the crystal lattice may assist deforma­
tion leads to attempts to widen the Laves phase ﬁeld, 
through material system selection, processing routes 
[28], and/or alloying [29,30]. While nonstoichiometric 
Laves compositions demonstrate improved deform-
ability, appropriate alloying additions can have even 
greater eﬀects. Due to the size inﬂuences on Laves phase 
stability [31], an intermediate-sized alloying addition 
(i.e. rA > rC > rB) can greatly extent the phase ﬁeld 
out into ternary space. The eﬀects of alloying addi­
tions on the APF, bonding character, and electronic 
structure of the Laves phase should also be considered. 
Such strategies have been employed with some success 
[29], and results from this study should help with future 
developments. 
5. Conclusions 
Several diﬀerent aspects of the C15 HfCo2 Laves phase 
structure were examined with regards to the eﬀects on 
deformation. The room temperature elastic constants, E, 
B, G,  and D, were determined as a function of com­
position by resonant ultrasound spectroscopy (RUS). 
Hardness and fracture toughness, by Vickers indentation 
at room temperature, were also assessed as a function of 
composition. From the understanding of structure-
property relationships, alloying methodologies to 
improve deformability are then proposed. 
1. The Young’s modulus, bulk modulus, and Pois­
son’s ratio appear to have a maximum near the 
stoichiometric HfCo2 Laves composition. 
2. The shear modulus is slightly lower	 for the Co­
rich Laves compositions, and the Debye tempera­
ture continuously increases with Co-content of 
HfCo2. 
3. Contrary to most other	 classes of intermetallics, 
the HfCo2 Laves phase alloys display a maximum 
in hardness near the stoichiometric composition at 
room temperature. Nonstoichiometric composi­
tions (or constitutional defects) correlate with 
decreases in hardness. 
4. Fracture toughness and brittleness (H/K) improve 
with the oﬀ-stoichiometric, Co-rich HfCo2 Laves 
compositions. Excess Co atoms on the Hf-sub­
lattice results in lower atomic packing factors, and 
enhanced synchroshear deformation. 
5. Based upon this study, toughening strategies could 
involve disrupting the ‘‘perfect’’ lattice and 
decreasing the atomic packing factor through 
expanding the Laves phase ﬁeld and achieving 
nonstoichiometric Laves compositions by proper 
processing and alloying conditions. 
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